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TITAN Fire and Rescue solutions

Technical data
Speaker Sound

Diameter 40 mm Microphone : Electret condenser differential Noise 
cancelling, Waterproof immersion 
IP67, 330 mV to 114 dBSPLRated power 1 W

Frequency response 600 Hz to 7 kHz Frequency response : 100 to 10 kHz (Δ10dB

SPL 92 dB

Customized audio solutions for critical communications: Titan Communication Systems has its head office in Holte, Denmark. Here a dedicated staff; Design and develop High technol-
ogy software solutions. Titan Communication Systems has a strategic partnership with Comufrance, Paris, France where many products are being designed, engineered and assembled, 
including hands-on quality control throughout the production process. 

Part number:

HUC1

THE TITAN FIRECOMM HUC1
is an ideal helmet communication unit for MSA F1, F1SF and F2 helmets.  
The unit can be connected directly to the radio or to a speaker  
microphone or a PTT Unit.

THE UNIT COMES IN DIFFERENT CONFIGURATIONS: 
1.  Listen Only – Left or right ear

2.  Loudspeaker and microphone left or right ear

3.  Stereo loudspeaker 

The in-helmet 
earphones can 
be connected 
directly on the ra-
dio or combined 
together with 
various PTT op-
tions or speaker 
microphones. 


